WHAT IS CLAIMED IS: 

1 . A bib, comprising: 

a main bib body having an upper surface and a lower surface; 

a bib pillow having an upper and lower surface, the lower surface of the bib pillow 
being connected to the upper surface of the main bib body; and 

5 a bottle loop connected to the upper surface of the bib pillow. 

2. The bib as claimed in Claim 1 wherein the main bib body further comprises neck 
straps that define a neck loop. 

3 . The bib as claimed in Claim 2 wherein the main bib body further comprises a border. 


4. The bib as claimed in Claim 1 wherein the main bib body further comprises 
connector loops connected to leads. 
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5 . The bib as claimed in Claim 1 wherein the bib pillow further includes a front end and 
a rear end. 

6. The bib as claimed in Claim 5 further comprising baffles located on the front end of 
the bib pillow. 

7. The bib as claimed in Claim 6 further comprising a depression formed in the baffles. 

8 . The bib as claimed in Claim 6 further comprising micro-depressions located between 
the baffles. 

9. The bib as claimed in Claim 1 further comprising ends located on the bottle loop and 
pivotally connected to the bib pillow. 

10. The bib as claimed in Claim 1 wherein the bib pillow is connected to the main bib 
body with fasteners and the bottle loop is connected to the bib pillow with fasteners. 
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11. 


A bottle holder kit, comprising: 


a main bib body; 

a bib pillow adapted to connect to the main bib body; 

a bottle loop adapted to be connected to the bib pillow; 

5 a bottle having a nipple, the bottle being adapted to be held against the bib pillow 

and within the bottle loop; and 

baby toys adapted to be connected to the main bib body. 

12. The kit as claimed in Claim 1 1 farther comprising fasteners adapted to interconnect 
the main bib body with the bib pillow and the bib pillow with the bottle loop. 

13. The kit as claimed in Claim 1 1 further comprising connector loops connected to a 
border of the main bib body and leads adapted to be connected to the connector loops and 
the baby toys. 
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14. The kit as claimed in Claim 1 1 further comprising baffles located on a front end of 
the bib pillow, the baffles being adapted to control the freedom of motion of the nipple when 
the bottle is placed in the bottle loop. 

15. A bib system, comprising: 

a main bib body having an upper surface and a lower surface; 

a bib pillow having an upper and lower surface, the lower surface of the bib pillow 
being connected to the upper surface of the main bib body; 

5 a bottle loop connected to the upper surface of the bib pillow; 

a bottle having a nipple, the bottle being held against the upper surface of the bib 
pillow and within the bottle loop; and 

baby toys connected to leads that are connected to the main bib body. 
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